REVISIONS

NOTES: UNLESS OTHERWISE SPECIFIED LTR DESCRIPTION DATE APPROVED

1. CONSTRUCTION:
HOUSING: MOLDED NYLON AVAILABLE IN ALL TEN COLORS
CONTACT: NICKEL PLATED BRASS

2. PERFORMANCE:

MAXIMUM CURRENT: 10 AMPS —~— 1.35 [34.29] ——
MAXIMUM VOLTAGE: 3500 VRMS
MAXIMUM TEMPERATURE: 200°F (93°C) < 0.875 [22.23] -

$0.160 [84.06]
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P/N: 0421/COLOR
STRANDING EXIT f INSERT THE WIRE THROUGH THE BACK OF THE STD BAN PLUG HANDLE P/N 0421/COLOR
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INSERT THE WIRE THROUGH THE WIRE EXIT HOLE OF THE PIN PLUG P/N 0429. PUSH THE STRANDING THROUGH THE STRANDING EXIT HOLE.
WRAP THE STRANDING IN THE SAME DIRECTION AS THE THREADS.
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TRY TO AVOID GETTING THE STRANDING ON THE THREADED SECTION. THIS WILL CAUSE SOME OF THE STRANDS TO BREAK OFF.
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THE INFORMATION CONTAINED IN THIS DOCUMENT IS PROPRIETARY TO E-Z-HOOK. THE INFORMATION IS NOT TO BE REPRODUCED WITHOUT PRIOR WRITTEN PERMISSION OF E-Z-HOOK, DIV. OF TEKTEST INC.
MAXIMUM TESTED RATINGS IN A HANDS-FREE CONTROLLED ENVIRONMENT. MAXIMUM RATINGS ARE NOT TO BE USED CONCURRENTLY.



